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WASHINGTON

THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION
AND PROTECTION OF ALL EXISTING UTILITIES.
THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO
CONSTRUCTION BY CALLING THE UNDERGROUND LOCATE LINE AT

81
A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
THE CONTRACTOR WILL ALSO BE RESPONSIBLE FOR MAINTAINING
ALL LOCATE MARKS ONCE THE UTILITES HAVE BEEN LOCATED.
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5,6,7,85,10,11,1213

Item Total Std. Unit Of Group 1
Number Quantity | Item No. Measure Standard Item Description Group
PREPARATION
1 Lump Sum 1 L.S. MOBILIZATION L.S.
2 Lump Sum 50 L.S. REMOVAL OF STRUCTURE AND OBSTRUCTION L.S.
3 310 100 SY. REMOVING CEMENT CONC. SIDEWALK 310
GRADING
4 ‘ 350 405 c.Y. COMMON BORROW INCL. HAUL 350
5 145 408 TON SELECT BORROW INCL. HAUL 145
DRAINAGE
6 286 N/STD L.F. UNDERDRAIN PIPE 4 IN. DIAM. 286
7 ‘ 190 N/STD L.F. TRENCH RESTORATION 190
STORM SEWER
8 2 3090 EACH CATCH BASIN TYPE 1L 2
9 6 3090 EACH CATCH BASIN TYPE 1 6
10 200 3541 L.F. SCHEDULE A STORM SEWER PIPE 12 IN. DIAM. 200
SURFACING
11 ‘ 80 5100 TON CRUSHED SURFACING BASE COURSE 80
12 10 5120 TON CRUSHED SURFACING TOP COURSE 10
HOT MIX ASPHALT
13 ‘ 195 5711 S.Y. PLANING BITUMINOUS PAVEMENT 195
14 55 5875 TON COMMERCIAL HMA 55
EROSION CONTROL AND PLANTING
15 730 6373 L.F. SILT FENCE 730
16 32 6409 c.. TOPSOIL TYPE C 32
17 13 6471 EACH INLET PROTECTION 13
18 2000 6490 DOL. EROSION/WATER POLLUTION CONTROL 2000
19 5 6552 EACH PSIPE PRUNUS SERRULATA 5
20 385 6555 SY. SOD INSTALLATION 385
TRAFFIC
21 ‘ 295 6700 L.F. CEMENT CONC. TRAFFIC CURB AND GUTTER 295
22 140 6707 L.F. CEMENT CONC. PEDESTRIAN CURB 140
23 160 6857 S.F. PLASTIC CROSSWALK LINE 160
24 11 6859 L.F. PLASTIC STOP LINE 11
25 Lump Sum 6890 L.S. PERMANENT SIGNING L.S.
26 Lump Sum 6971 L.S. PROJECT TEMPORARY TRAFFIC CONTROL L.S.
27 13 6982 S.F. CONSTRUCTION SIGNS CLASS A 13
OTHER ITEMS
28 200 N/STD L.F. ROOT BARRIER 200
29 2500 N/STD DOL. RESOLUTION OF UTILITY CONFLICTS 2500
30 2 N/STD EACH POT HOLING 2
31 1 3080 EACH ADJUST MANHOLE 1
32 1 3110 EACH LOCKING SOLID METAL COVER AND FRAME FOR CATCH BASIN 1
33 110 7006 C.Y. STRUCTURE EXCAVATION CLASS B INCL. HAUL 110
34 230 7008 S.F. SHORING OR EXTRA EXCAVATION CLASS B 230
35 40 7014 Cc.Y. GRAVEL BACKFILL FOR DRAIN 40
36 Lump Sum 7038 L.S. ROADWAY SURVEYING L.S.
37 355 7055 SY. CEMENT CONC. SIDEWALK 355 ‘
38 4 7058 EACH CEMENT CONC. CURB RAMP TYPE PARALLEL 4
39 2 7058 EACH CEMENT CONC. CURB RAMP TYPE PERPENDICULAR A 2 ‘
40 ‘ 30 7059 SY. CEMENT CONC. DRIVEWAY ENTRANCE TYPE 1 30
41 Lump Sum 7490 L.S. TRIMMING AND CLEANUP L.S.
42 ‘ 300 7530 ‘ SY. CONSTRUCTION GEOTEXTILE FOR SEPARATION ‘ 300 \
43 15000 7728 DOL. MINOR CHANGE 15000 ‘
DATE REVISIONS 0B NUMBER
DESIGNED B\.(: E OTT JUNE 2015/ NO.| DATE | SKI LLI "Gs 58th AVEu SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 = REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY SHEET
5016 Lacey Boulevard SE, Lacey, WA 98503 SUMMARY OF QUANTITIES gr
Ph.: (360) 491-3399 www.skillings.com 17
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Q

STA: 15+24.35, 29.83'RT@ STA:13+08.14, 29.34'RT
BEGIN SILT FENCE " "BEGIN SILT FENCE

STA:15+476.13, 30.88'RT
END SILT FENCE

STA: 13+ 35.50, 28.97'RT
END SILT FENCE

S s ' ; B i /s = - —————————_
" _/STA:17+39.65, 25.68'RT
.-/ BEGIN SILT FENCE -

STA:10+10.19, 57.35'RT
END SILT FENCE

STA:11+51.28, 30.98'RT
BEGIN SILT FENCE

STA:11+64.70, 30.82'RT
END SILT FENCE

/ /U) / / g ‘
~ / + o
/ & / / ~ T T T e
- /25
' LJ
O EROSION CONTROL NOTES % — _ _ _ _
1. INLET PROTECTION, SEE WSDOT STANDARD PLAN X 12+00 B e & — = —
" 1-40.20-00 ' E ,,,,,,,,,,,,,,,,,,,,,,,,, S “;7“775;)‘87TH AVE E 11+00
2. SILT FENCE, SEE SHEET 4, SEE WSDOT = e ST T Jp—
STANDARD PLAN 1-30.15-02 N / e
o
X
T T T e — e — - — T e e o}
—r e
O
SCALE IN FEET
0 15 30 VERTICAL DATUM
NAVD 88
DATE REVISIONS JOB NUMBER
DESIGNED BY: E OTT JUNE 2015[NO.| DATE | 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT UUNE 2015] 1 | 7/10/15 | ADDENDUM 1 - SKII.I.I"GS REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY sngﬂ
5016 Lacey Boulevard SE, Lacey, WA 98503 TESC PLAN OF
Ph.: (360) 491-3399 www.skillings.com 17
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START =

——— 7 GE—

SCALE IN FEET

15 30 VERTICAL DATUM

REMOVING CEMENT
CONC. SIDEWALK

[ —— — — . ~

/
/
/

=

/

PLASTIC CROSSWALK LINE
/

STA 17+20.88, 13.5 RT

~

NAVD 88

==x L

7/
COMMERCIAL

P— —pP—

SRS S

>

REMOVE PLASTIC
HMA / CROSSWALK LINE

/ S1) REMOVE AND
/ RESET SIGN @

EX. TREE SHALL BE REMOVED

TYPICAL SIDEWALK SECTION

NOT TO SCALE

X ———— i

4
\ < A
Ny E— < — — P — P
X —— —— _— == — = = ! 8
e —-'Lgbr T X T K = e e = —
[T ] ——— =

STA 15+76.04, 24.8 RT IE 8" CONC N = 16.10 INSTALL: CATCH BASIN TYPE 1
53 LF NL9¢
NSTALL: CATCH BASIN TYPE 1 SCHEDULE A h IE 12" N: 16.73
D STORM SEWER PIPE I MOXING LEMENT
IE 12" W: 16.60 12 IN. DIAM © 0.25% CONC. STDEWALK

IE 12" S: 16.60

INSTALL- CEMENT
_CONC. SIDEWALK

EMQVE AND @
RESET SIGN

STA 17+21.00, 8.4 LT
END PLASTIC CROSSWALK LINE

REMOVE CONC. BARRIER<4>

0.33" CEMENT CONC. SIDEWALK

0.33" CRUSHED SURFACING BASE COURSE

27 LF
SCHEDULE A

STORM SEWER PIPE
12 IN. DIAM @ 0.25%

@@ INSTALL 150 LF UNDERDRAIN
—~QIAM.

EX. CB TYPE 1 RIM = 18.374 STA 15+25.55, 24.0 RT

— ——F /4D £

EX. CB TYPE 1 RIM = 19.58
IE 18" CMP_W = 16.53

STA 13+35.69, 23.8 RT

NSTALL: CATCH BASIN TYPE

@@lNSTALL 22 LF UNDERDRAIN-
PIPE 4 IN. DIAM.

REMOVING CEMENT
CONC. SIDEWALK

IE 4" NE:
IE 12" S:

17.40

—

L= = —we _

- SCHEDULE A

~“"PLANING BITUMINOUS STORM SEWER PIPE BACK FROM PEDESTRIAN CROSSING
PAVEMENT 12 IN. DIAM @ 0.25% REPLACE LANDSCAPING ROCK IN EX. CB TYPE 1 RIM = 20.17
05— — — g5 KIND (TRIMMING AND CLEANUP) IE 12" CMP N = 17.07
— - T e — 00— — g5 IE 18" CMP E&S = 17.07

" TS s 8 — — —o0s
—
- LINSTALL CEMENT
EX. CB TYPE 1 RIM = 19.36 CONC. SIDEWALK

IE 12" CMP N&S = 16.86 STA 13+09.27, 13+09.3CSI
EX. CB TYPE 1 RIM=19.00 STA 15+82.22, 2883 LT REMOVE A INSTALL: CATCH BASING TYPE 1
: cB8 RESET SIGN RIM: 20.29

IE 12° CMP NW=16.30 INSTALL: CATCH BASIN TYPE RIM: 20,
IE 12" CMP S=16.35 1L W/ SOLID LID IE 12" N: 17.33
RIM: MATCH EX GROUND ||-:IE1'i_ vsv; };gg

IE 12" E: 16.47
IE 18" N&S: 16.47

SCHEDULE A STORM SEWER PIPE

6" MIN SEP OVER TOP OF WL
WITH 6" SAND BEDDING BETWEEN.
CONTRACTOR TO VERIFY DEPTH

STA: 17400 TO 14+00
INSTALL
ROOT BARRIER

EX ROADWAY I 5' PLANTER STRIP [ 5' CEMENT CONC. 2' I
VARIES 12’ TO 14.5 SIDEWALK "
18" 4" o PVC

1.5% UNDERDRAIN

2% _/ Wy 3

— X —T . / ~ {
GRAVEL

CRUSHED T BACKFILL
SURFACING : T FOR DRAIN
BASE 1
COURSE
ROOT BARRIER CONSTRUCTION GEOTEXTILE

FOR SEPERATION
TOPSOIL TYPE C

SOD INSTALLATION

TYPICAL CROSS SECTION
NTS

o L
DJUST DRIVE MEDIAN A" = i e e e A L R

56 LF

12IN. DIAM. @ 0.25%

PRIOR TO CONSTRUCTION

STA 13+08.99, 30.2 LT
CB3

INSTALL: CATCH BASIN
TYPE 1L W/ SOLID LID
RIM: MATCH EX GROUND
IE 12" E: 17.19

IE 18" N&S: 17.19

@NOTES:
1. CONNECT UNDERDRAIN
TO CATCH BASIN

2. UNDERDRAIN TO BE INSTALLED AFTER SILT
FENCE IS REMOVED

3. PERMANENT SIGNING, SEE SIGN SCHEDULE
SHEET 7

4. SEE SPECIAL PROVISIONS STRUCTURES AND
STRUCTIONS

CATCH BASIN TYPE 1 SEE WSDOT STD
PLAN B-5.20-01

CATCH BASIN TYPE 1L SEE WSDOT STD
PLAN B-5.40-01

UTILITY PATCH DETAIL, SEE SHEET 7A

. LOCKING SOLID METAL COVER SEE WSDOT
STD PLAN B-30.20-02
V. V. V. V. V. V.

\

SKILLINGS

58th AVE. SIDEWALK 15017
REPLACEMENT
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PROJ. ENGR.: T HORTON JUNE 2015
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8 LF

————— 7 GEEEK SCHEDULE A
STORM SEWER PIPE / .
SCALE IN FEET 12 IN. DIAM @ 0.25% /
& /
° " * STA 10+31.96, 38.7 RT  / STA:10+21.63, 37.13RT /

BEGIN PLASTIC CROSSWALK LINE

/
EX. CB TYPE 1 RM = 2055/
IE 12" CONC E&W = 18.95’
IE 12" CONC S = 18.85

@8 /
INSTALL: CATCH BASIN
TYPE 1 W/ SOLID LID

IE 12" SW: 18.83
IE 12" NW & SE: 18.83

STA 10+23.88, 33.6 RT

B STA{10+07.24, 49.28'RT
VERTICAL DATUM INSTALL: CATCH BASIN TYPE 1 INSTALL PLASTIC STOP LINE
NAVD 88 RIM 4 E DETAIL THIS SHEET

IE 12" NE: 18.86 /
N !)EMOVE AND
= RESET SIGN
INSTALL X,
]

REMOVING CEMENT LOCKING SOLID METAL COVER
CONC. SIDEWALK AND FRAME FOR CATCH BASIN

EX. CB TYPE 1 RIM = 21.94
IE 12" CONC N 19.24

INSTALL 136 LF UNDERDRAIN B \ IE 12" PVC SE = 19.19
PIPE 4 IN. DIAM. <>® STA:11473.76, 25.68 RT EX. CB TYPE 1 RIM = 20.75 \IE 12" PVC SW = 19.29
END CAP IE 12" CONC NW = 18.45 £
E=19.61 {*) 1E 12" CONC SE = 18.80
_____ L - SN, EX. CB TYPE 1 RIM = 21.08
____________ S L U -~ WA o E 12" PVC NE&S = 19.53
\\\\ - A \\—\:7 ——————————
A:9¥77.00, 38. N N PN B
B-PLASTIC CROSSWALK LINE T Sl e ‘
T X o o
| DN T e
NS I
| S~
|
I L
o e R
INSTALL CEMENT REMOVE PLASTIC At /

REMOVE PLASTIC I

CONC. SIDEWALK ¢o / We——we -y % CROSSWALK LINE | (
/ |
|

—— = =S = — — - —- e = - — - _ _ ___
5= TR =TT—gs gt —me— - — o __ [ TRAFFIC MARKING ‘
—0— — —as— — _ ¢ _... e T T T T T T T T T T e s e - — o ______ R/W
e R, 71 SR

EX-B;tBF’:VgSwH R'1M3 :2 21.52 EX. CB TYPE 1 RIM = 21.07

EX. CB TYPE 1 RIM = 19.59 IE 10" PVC N = 13.22 :E 12 83.’30”55 =18'11a737

IE 12" CONC SW = 17.79 IE 10" PVC E = 13.12 )

IE 18" CMP N&S = 17.49 IE 10" PVC S = 13.02

@NOTES:
SIGN SCHEDULE
CLEARANCE 1. CONNECT UNDERDRAIN
SIGN SIGN CODE IGN EXISTING PROPQSED POST SIZE OST REMARKS TO CATCH BASIN
/'\)'\ VNNV WY
S1-1 SCHOOL ADVANCE SIGN 17+28.56, 12.50' LT 2" sa. 13" 7 2 2. UNDERDRAIN TO BE INSTALLED AFTER SILT
W16-7PL | DIAGONAL DOWNWARD ARROW FENCE IS REMOVED
S1-1 SCHOOL ADVANCE SIGN 17+419.93, 16.17' RT 17+09.45, 14.34° RT 2" sQ. 13 7 2 3. PERMANENT SIGNING, SEE SIGN SCHEDULE
Nrrfossrt o MoerloefMwE Rl ~—" " SHEET 7
W1-2L CURVE LEFT 14+31.80, 12.75' RT 14+31.80, 12.75" RT 2" sQ. 13 7 2 4 SEE SPECIAL PROVISIONS STRUCTURES AND
S1-1 SCHOOL ADVANCE SIGN 12+71.30, 13.55' RT 12+71.30, 13.55' RT 2" sQ. 13" 7 2 : NS
R3-17B AHEAD
S4-3 SCHOOL 11+15.92, 14.69' RT 11+15.92, 14.69' RT 2" sa. 13 7 2 CATCH BASIN TYPE 1 SEE WSDOT STD
R2-1 SPEED LIMIT 20 PLAN B-5.20-01
S4-1 ___TO ___ CATCH BASIN TYPE 1L SEE WSDOT STD
RI-1 sToP 10+24.02, 40.96' RT | 1041506, 54.23 RT 2 sa. 13 7 2 PLAST'%OSTT?E ch”:LEE DETAIL PLAN B—5.40-01
R1-1 STOP 17+66.21, 27.58' RT 17+66.21, 27.58' RT 2" sQ. 13 7 2 REPLACE EXISTING SIGN
UTILITY PATCH DETAIL, SEE SHEET 7A
LOCKING SOLID METAL COVER SEE WSDOT
STD PLAN B-30.20-02
DATE REVISIONS JOB NUMBER
DESIGNED BY: E OTT JUNE 2015/ NO. DATE | SKILLI "Gs 58th AVEu SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 = REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY SHEET

GRADING & DRAINING PLAN L
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5016 Lacey Boulevard SE, Lacey, WA 98503
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RESTORATION LIMITS

SAW CUT OR EQUAL CUT MINIMUM

TO BE UNIFORM AND VERTICAL
(SEAL JOINT W/EMULSIFIED

ASPHALT . .
) 12 12 /— EXISTING SURFACING
\ MIN

z
b=
z

I
S
N
S
N
S
7
S
N
(

R GRS R
\/\\/\\\/<\\\\\/§\\/\\\\\\\,\3)/\\} N RIS (//\\>/\,\\\Q\’\\\’\\\’\\\’\\\\\\’
\\/<\\ o0 P e o n‘[\)\' N 2" MINIMUM COMPACTED
v\\\//Q\ URAACR WA //5 DEPTH ASPHALT CONCRETE
EXISTING GROUND '\\///\\ X PAVEMENT CLASS B
LINE OR SUBGRADE \//\\ 36" MIN N
@ .\/\\\ . /\\\ 2" CRUSHED SURFACING TOP
(//\/ \\/, COURSE MIN. COMPACTED DEPTH
N 2
K <
‘ ///\i | //\\<// 12" GRAVEL BASE MINIMUM
f >/\§ | NS COMPACTED DEPTH
N T N
@ \\//\\\ | ﬁ—sm W.S.D.0.T. STANDARD PLAN
\///\\\//\\\4\\/{\\\//{\\\///\\/(\\,(\ N\ FOR TRENCH DESIGN AND BACKFILL
NN REQUIREMENTS
PATCH DETAIL
NOTES: NO SCALE

1. ALL PATCHES ACROSS CITY ROADS, OR ROAD APPROACHES
IN CITY RIGHT-OF-WAY SHALL CONFORM TO THIS DETAIL. i
BACKFILL COMPACTION LEGEND

2. TEMPORARY PATCH TO BE:
BACK FILLED AND COMPACTED TO EXISTING GROUND LINE BACKFILL MATERIAL PLACED IN 4" LIFTS
AND PATCHED WITH TEMPORARY COLD MIX ASPHALT. AND COMPACTED TO 95% MAXIMUM DENSITY.
3. FOR LONGITUDINAL CUTS THE CITY MAY REQUIRE THE

BACKFILL MATERIAL PLACED IN 6" LIFTS
AND COMPACTED TO 95% MAXIMUM DENSITY.

UTILITY PATCH DETAIL p
ORIGINAL DRAWING FOR ALL UTILITY ROAD CUTS
REVISIONS FIGURE 1

ENTIRE DRIVING LANE TO BE OVERLAID.

THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION
AND PROTECTION OF ALL EXISTING UTILITIES.

THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO
CONSTRUCTION BY CALLING THE UNDERGROUND LOCATE LINE AT
PHONE NUMBER: 811
A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

THE CONTRACTOR WILL ALSO BE RESPONSIBLE FOR MAINTAINING
ALL LOCATE MARKS ONCE THE UTILITES HAVE BEEN LOCATED.

DATE REVISIONS OB NUMBER
DESIGNED BY: E OTT JUNE 2015[NO.| DATE 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 - SKILLI"GS REPLACEMENT
g:ECKED BY: T HORTON JUNE 2015 CONNOLLY —
0J. ENGR.: T HORTON JUNE 2015
5016 Lacey Boulevard SE, Lacey, WA 98503 GRADING AND DRAINAGE DETAILS 7o¢

Ph.: (360) 491-3399 www.skillings.com
5,6,7,8910,11,1213
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SCALE IN FEET

0 15 30 INSTALL (4) PRUNUS
SERRULATA TREES,
"JAPANESE CHERRY"

VERTICAL DATUM
NAVD 88

MATCH LINE 15+00
SEE SHEET 9

(#]SEE_SHEET 10 TO 13
FOR CURB RAMP DETAILS

/\SEE_SHEET 14 TO 15
FOR_DRIVEWAY DETAILS

S58TH AVE PROFILE

STA:17+29.02, 16.00° RT ’
ELEV: 20.71
] FINISH GRADE STA:15+06.90) 16.00° RT FINISH GRADE |
© FRONT OF SIDEWALK . /" ELEV: 20.91 ©@ FRONT OF SIDEWALK
STA:17+76.49, 16.00° RT TA:17431.55, 16.00° RT STA:17+12.25, 16.00' RT FINISH GRADE STA: 15+95.39) 16.00" RT
MATCH EXISTING ELEV: 20.71 ELEV: 20.86 © FRONT OF SIDEWALK ELEV:20.70
ELEV: 20.51 0.39%
[] gt EXISTING GROUND
4 — N ! N N T~ [ ©@ FRONT OF SIDEWALK
20 — /LJ —— 20
— — [ \ - - - —
N —
15 15
18+25 18+00 17+00 16+00 15+00 14+00 13+75
DATE REVISIONS 408 NUMBER
DESIGNED BY: E OTT JUNE 2015[NO.| DATE 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 - SKILLI"GS REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY S"gf'
5016 Lacey Boulevard SE, Lacey, WA 98503 SIDEWALK PLAN OF

Ph.: (360) 491-3399 www.skillings.com 17

SHEETS
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MATCH LINE 13+75
SEE SHEET 8

A\EA: 12+85.19, 16.00' RT

ﬁ SIDEWALK PLAN

58TH AVE CENTERLINE PROFILE

STA:10+42.12, 34.37" RT
STA:10+66.15, 21.01' RT
STA:10+67.65, 16.00' RT

STA:11+48.18, 16.00' RT
STA:10+82.55, 16.00' RT

0 FINISH GRADE
FINISH GRADE STA: 11+77.1 FR T OF SI ALK
© FRONT OF SIDEWALK ELEV:22.04 © FRONT OF SIDEWAL
FINISH GRADE sta- 1124816 16.00° RT STA:10+82.59, 16.00' RT
STA:12+85.19, 16.00' RT ©@ FRONT OF SIDEWALK Ay R ) ELEV:22.31
STA:13+58.28, 16.00' RT ELEV: 21.86 /
ELEV: 21.50 0.32%
E 0.16% A — \ _
\-EXISTING GROUND
@ FRONT OF SIDEWALK
20 20
13 +5
13+75 13+00 12+00 11+00 10+00
————— /7 G
[#]SEE_SHEET 10 TO 13 SCALE N FEET
FOR CURB RAMP DETAILS
/\SEE_SHEET 14 TO 15 0 5 % veRTICAL oATuM
FOR DRIVEWAY DETAILS
DATE REVISIONS JOB NUMBER
DESIGNED BY: E OTT JUNE 2015[NO.| DATE | 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 - SKILLINGS REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY sngv
5016 Lacey Boulevard SE, Lacey, WA 98503 SIDEWALK PLAN OF
Ph.: (360) 491-3399 www.skillings.com 17
5,6,7,83,10,11,1213 SHEETS




STA:17+18.69, 29.30' RT
FG=20.94

PEDESTRIAN CURB

FG=20.92

STA: 17+ 31.17,

FG=20.78

429.02, 16.00' RT
TBC=20.71

STA:17+23.04, 29.30' ,RT
FG=20.93 °

STA:17+16.52, 29.34' Ry
FG=20.95

STA:17+12.39, 19.47" RT

FG

&
FL=20.87

STA:17+18.64, 24.30' RT

=20.81

STA:17+12.25, 16.00° RT

TBC=20.75

/o,o

CEMENT CONC. CURB RAMP TYPE PERPENDICULAR A

R

&

CEMENT CONCRETE TRAFFIC
CURB AND GUTTER

SEE WSDOT STANDARDS
F-10.12-03

RAMP [1]

PHONE NUMBER: 811

THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION
AND PROTECTION OF ALL EXISTING UTILITIES.

THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO
CONSTRUCTION BY CALLING THE UNDERGROUND LOCATE LINE AT

A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

5

STA:17+418.55, 15.50° RT
FL=20.25

& STA:17+23.18, 15.50' RT

FL=20.23

SAW CUT

——— 7 a—

SCALE IN FEET

4 VERTICAL DATUM

TO BE STAKED BY
ENGINEER

STA:17+23.81, 10.48' LT
EG=19.10

/SOD INSTALLATION

STA:17+18.53, 23.05' LT
FG=19.30

STA:17+24.21, 22.97' LT
FG=19.28

CEMENT CONC. SIDEWALK 2 —

SCALE IN FEET

5,6,7,85,10,11,1213

THE CONTRACTOR WILL ALSO BE RESPONSIBLE FOR MAINTAINING NAVD 88 0 2 4 VERTICAL DATUM
ALL LOCATE MARKS ONCE THE UTILITES HAVE BEEN LOCATED. NAVD 88
DATE REVISIONS JOB NUMBER
DESIGNED BY: E OTT JUNE 2015|NO.| DATE 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT UUNE 2015 1 [ 7/10/15 | ADDENDUM 1 = SKILLINGS REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY F IF S|DEWALK DETA“_ s:zou
OF
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SHEETS




STA:15495.39, 21.00' RT

FG=20.77
M
'I @ 1.3%
/

13.5'

FG=20.70

s
[%2]
O

STA:15+95.39, 16.00' RT

PEDESTRIAN CURB

STA:15+93.99, 10.37° RT
MATCH EXISTING
EG=20.22

sC

sC

THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION
AND PROTECTION OF ALL EXISTING UTILITIES.
THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO
CONSTRUCTION BY CALLING THE UNDERGROUND LOCATE LINE AT

PHONE NUMBER: 811

A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
THE CONTRACTOR WILL ALSO BE RESPONSIBLE FOR MAINTAINING
ALL LOCATE MARKS ONCE THE UTILITES HAVE BEEN LOCATED.

PEDESTRIAN CURB

STA:15+83.13, 20.97' RT
TC=20.28
BC=19.78

sc————sC

STA:15+76.39, 27.91' RT
MATCH EXISTING
EG=19.41

STA:15+83.06, 14.42' RT
FL=19.84

TRANSITIONAL
CURB AREA

CEMENT CONCRETE TRAFFIC
CURB AND GUTTER

SEE WSDOT STANDARDS
F-10.12-03

sC

RAMP [3
CEMENT CONC. CURB RAMP TYPE PARALLEL

(=)
wn

SD

sc——@sc—— 3¢

SC—p———SCc— —SC sc

STA:15+24.85, 25.96' RT

! MATCH EXISTING

sC sc EG=19.77

SAW CUT-

STA:15+78.15, 21.14' RT
MATCH PEDESTRIAN CURB
FL=19.70

A4
"n

SAW CUT

sC

SC

———— 7 G

SCALE IN FEET

0 2

4

VERTICAL DATUM
NAVD 88

SD

STA:15+24.90, 21.01" RT

CATCH BASIN
/TYPE 1

rSTA:15+19.40, 21.00" RT STA:15+06.90,
TC=20.58

BC=20.08

PEDESTRIAN CURB

, 21.00" RT
TC=20.99\

MATCH PEDESTRIAN CURB

sC

FL=20.00

STA:15+19.40, 12.19° RT
FL=20.17

TRANSITIONAL

CURB AREA

sC

5 © 1.5% SASASA ; ™
: 0000 125 @ 7.3%

—~——
ooo0oo0d

sC SC

CEMENT CONCRETE TRAFFIC

CURB AND GUTTER

—~——————

:15+1
TC=21.05
BC=20.55

%

16.00" RT

9.2' @ 1.0%

5"

STA:

000
Q STA
BC

sC sC

sC

SC

STA:15+11.07, 10.86' RT
MATCH EXISTING
EG=20.35

SEE WSDOT STANDARDS

F-10.12-03

RAMP [4]

CEMENT CONC. CURB RAMP TYPE PARALLEL

———— 7 G

SCALE IN FEET

0 2

© 7.3% ;
15+06.90
16.00° RT

TC=20.91

5+11.90, 11.38' RT
20.83

4  VERTICAL DATUM
NAVD 88

JOB NUMBER

DATE

REVISIONS

DESIGNED BY:

E OTT

JUNE 2015|NO.| DATE

ENTERED BY:

E OTT

JUNE 2015 1 | 7/10/15

ADDENDUM 1

CHECKED BY:

T HORTON

JUNE 2015

PROJ. ENGR.:

T HORTON

JUNE 2015

5,6,7,85,10,11,1213

\

SKILLINGS
CONNOLLY

5016 Lacey Boulevard SE, Lacey, WA 98503
Ph.: (360) 491-3399 www.skillings.com

£ riF

4

4
-

58th AVE. SIDEWALK
REPLACEMENT

15017

SIDEWALK DETAIL

SHEET
"

17
SHEETS




STA:13+08.76, 31.40' RT ~,

MATCH EXISTING ~,

EG=20.30 ~
A~

STA:13+34.89, 31.01' RT
MATCH EXISTING
£6=19.81

:

S

CATCH BASIN
TYPE 1
RATCH BASIN
TYPE 1 I
\UD\UD\UD uo uD w—— p w
— -  —W0——uyp——_p.
UD\UD " ub
Ul
. ——uD
T h—
AW CUT PEDESTRIAN CURB
STA13+5828_ 2101' RT PEDESTRIAN CURB STA:13+37.70, 21.00' RT STA:13+05.78, 21.00' RT STA:13+00.19, 21.00° RT A: 1 1 1 ' RT
TC=21.58 Sl s 2 ol (e MATCH PEDESTRIAN CURB/ TC=21.01 SSRGS S
FL=20.16 | ® FL=20.43 BC=20.51 :
// ‘ \
15' @ 8.9% - . Toooo
—_— . o] 5 e 15% 5 @152 Ih'oood .
STA:13+43.28, 21.00' RT— 0 000 Q¢ —  ° | —~—— 15° @ 9.5%
TC=20.74 0000 4 ——
BC=2024 [000O( bt ¥
~N
E S
’ o
STA:13+58.28, 16.00' RT Y e, _f STA:12+492.60, 16.00° RT
TC=21.50 ’ A TC=21.65
. © O, @ BC=21.15
75' @ 8.9% & 8 o \ .
—— ) 7.5' @ 9.5%
STA:13+50.87, 16.00° RT s
:19+30.97, 16, TRIA R ,
TC=21.33 2 PEDESTRIAN CURB STA:12+85.19, 16.00° RT
PEDESTRIAN CURB BC=20.83 a TC=21.86
. STA:12+87.17, 11.13' RT
STA:13+50.87, 11.88' RT MATCH CXISTING
TBC=21.01 N Se EG=20.9
g STA:13+400.19, 14.98' RT %
L SAW CUT FL=20.56 2
STA:13+43.28, 14.82' RT \ - B -
Se
a TRANSITIONAL s
C.
TA: 1 .60, 12.12' RT
CEMENT CONCRETE TRAFFIC | CURB AREA  STA:12+92.60. 1212 R7 T o
CURB AND GUTTER 3 : sc
. SEE WSDOT STANDARDS | CEMENT CONCRETE TRAFFIC T st/
STA: 13+55.41, 10.86' RT F-10.12-03 CURB AND GUTTER
MATCH EXISTING / 2 SEE WSDOT STANDARDS
EG=20.67 | 2 F-10.12-03
RAMP [ RAMP [6
CEMENT CONC. CURB RAMP TYPE PARALLEL CEMENT CONC. CURB RAMP TYPE PARALLEL
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION —— 7 e—
AND PROTECTION OF ALL EXISTING UTILITIES. SCALE IN FEET
THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO SCALE IN FEET
CONSTRUCTION BY CALLING THE UNDERGROUND LOCATE LINE AT : s B VERTICAL DATUM T
PHONE NUMBER: 811 NAVD 88 0 2 4 VERTICAL DATUM
NAVD 88

A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
THE CONTRACTOR WILL ALSO BE RESPONSIBLE FOR MAINTAINING
ALL LOCATE MARKS ONCE THE UTILITES HAVE BEEN LOCATED.

DATE REVISIONS JOB NUMBER
DESIGNED BY: E OTT JUNE 2015[NO.| DATE | 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 - SKILLINGS REPLACEMENT
CHECKED BY: T HORTON JUNE 2015 co" NOLLY -
PROJ. ENGR.: T HORTON JUNE 2015
1
5016 Lacey Boulevard SE, Lacey, WA 98503 SIDEWALK DETAIL o%
Ph.: (360) 491-3399 www.skillings.com su155715




5,6,7,85,10,11,1213

STA:10+67.08, 21.00° RT
PC
\
\
STA:10+67.65,
PC
MATCH EXISTING \
\ g STA: 10+35.50, 44.29' RT
\ EG=21.53 FG=22.14
\ STA:10+42.12, 34.37° RT
PT=22.13 STA:10+32.73, 48.45' RT
e ; __S_ FACE OF CURB
\ STA:10+27.66, 55.3’7' RT 61/2"
[ " "
STA: 10+ 31.34 "‘ 512 [ 1"
\ g . 1" (IN) R.
\ EXISTING N 41.52° RT STA:10+28.57, 45.68° RT 1/2" (IN) R. /_ N MATCH ROADWAY
CATCH ~ FG=22.06 FG=22.11 ! SLOPE
\ & ‘r >\ % 1/2" (IN) ROADWAY
e e — R /_
N ) SD’, SD & b"’-’-/-'v.'/_
1 BN L. !
; A - a_ S
\ STA:10+17.49, 47.43' RT e b, ] e
TBC=22.05 !
..... @) ) 1-6"
//
\ ;;;;;;;; //
\ - ;T A - Sy S I — _ CEMENT CONCRETE
Coney BASN TRAFFIC CURB AND GUTTER
STA:10+28.14, 31.62° RT SEE WSDOT STD PLAN F-10.12-03
TBC=21.93
STA:10+25.91, 33.90' RT
PT=21.42
. \ STA:10+24.06, 36.71' RT
FL=21.44
FACE OF CURB
STA:10+21.31. 40.76" RTJ STA:10+16.30, 48.32' RT VARIES FROM & () TO.0" (N -
:10+21.51, L :
FL=21.48 hEﬁél(zil{i 5E7XISTING ON SIDE OF CURB
\_ MATCH ROADWAY
CEMENT CONCRETE TRAFFIC 12 IN)R. SLOPE
CURB AND GUTTER N 12' (IN) ~ ROADWAY
SEE WSDOT STANDARDS g /_ R. /_
F-10.12-03 i plli
RAMP [7] s TR
CEMENT CONC. CURB RAMP TYPE PERPENDICULAR A 2 e e
=y /- - - © FLUSH WITH GUTTER PAN AT CURB
> < RAMP ENTRANCE ~ 12" (IN) VERTICAL
16" LIP AT DRIVEWAY ENTRANCE
SEE WSDOT STD PLAN F-10.12-03
SCALE IN FEET
0 5 10 VERTICAL DATUM
NAVD 88
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION
AND PROTECTION OF ALL EXISTING UTILITIES.
THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO
CONSTRUCTION BY CALLING THE UNDERGROUND LOCATE LINE AT
PHONE NUMBER: 811
A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.
THE CONTRACTOR WILL ALSO BE RESPONSIBLE FOR MAINTAINING
ALL LOCATE MARKS ONCE THE UTILITIES HAVE BEEN LOCATED.
DATE REVISIONS JOB NUMBER
DESIGNED BY: E OTT JUNE 2015|NO.| DATE | 58th AVE. SIDEWALK 15017
ENTERED BY: E OTT JUNE 2015 1 | 7/10/15 | ADDENDUM 1 = SKILLINGS REPLACEMENT
CHECKED BY: T HORTON JUNE 2015
PROJ. ENGR.: T HORTON JUNE 2015 CON NOLLY 5'1‘5;’
5016 Lacey Boulevard SE, Lacey, WA 98503 SIDEWALK DETAIL OF
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